
Easy and Precise Mounting and Aiming 
Advanced J-Mount

Datasheet

The Mimosa Advanced J-Mount accessory accommodates most under roof eave mounting applications. With 
an extra axis of rotation to align the C5 and keep it level to the horizon, the J-Mount provides three degrees of 
rotation for elevation, azimuth and pole twist adjustment for precise aiming. 
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Mimosa Networks, a division of Airspan, is the global technology leader in wireless broadband solutions, enabling service providers to connect 
dense urban and hard-to-reach rural homes at a fraction of the cost of fiber. Mimosa Networks was acquired in 2018 by Airspan, the leading 
vendor of 4G/5G LTE small cells and backhaul technologies. 

• Weight:  
0.96 kg (33.8 oz)

• Mounting Base:  
191 mm (7.52“) x 120 mm (4.72“)

• Pole Length:  
355 mm (14“)

• Pole Outside Diameter:  
38 mm (1.5“)

• Mounting Options: 
Surface mount with four screw hole points

• Assembly: 
Pre-assembled with a white powder coated finish;  
Includes four (4) 6.35 mm (0.25”) lag bolts; 
Pipe/hose clamps not included

Quantity four (4)  
surface mount 

lag bolts

Pole twist adjustment 
to fine tune  

device aiming  

Device mount 
point and azimuth adjust 

(rotate and tighten 
pipe/hose clamp)

Elevation 
adjustment 

http://The Mimosa B24 is a disruptive shorthaul radio that doesn’t compromise on any of the important characteristicsof a short-range wireless backhaul. The B24 combines blazing-fast performance with a small footprint and smallprice. It’s ideal for Fixed Wireless broadband backhaul, business broadband, MDU, campus interconnect, WiFIhotspot backhaul, video surveillance security applications, and 3G/4G carrier small cell backhaul.

